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Not many people know that the type of glazing used in windows has a direct impact on the amount 
of natural light, heat transfer, fading of colors etc. UV-LAM® laminated glass series achieves 
protection against ultraviolet radiation from the sun, providing the following benefits:

+  Reduction of discoloration and damage from ultraviolet rays
+  Control of visible radiation

UV- LAM® laminated glass is essentially impervious to UV radiation, the range of which is between 
280 to 380 nm. In this way, people are protected from skin irritation and other health damages, and 
the products that are placed in shop windows or museum and gallery showcases are protected 
from discoloration. Is there any professional who doesn’t want the best possible viewing of his 
product without having to hide his shop window when the sun is in the opposite?And which of all 
the housewives doesn't want to protect her walls, furniture and curtains from discoloration?

It is impressive that the monolithic glass of 10mm allows the penetration of the 41% of UV rays, while 
the same UV-LAM ® laminated glass allows only the 0.01%. The pvb film of UV-LAM® series can be 
used almost in any kind of common or solar control glass in order to provide a wide range of benefits.

Controlling the visible radiation 

UV-LAM® laminated glass can effectively control the light transmission in the desirable range 
in order to avoid damages in the interior. A laminated glass refers as translucent when it allows 
to the visible light to diffuse. If the most of the light is transmitted, then the laminated glass 
refers as “transparent” and as “opaque” if the light is not transmitted (0%Tv). UV-LAM® series in 
combination with CHROMA-LAM® series can properly manage the desired percentage of visible 
light in the interior, without sacrificing decoration’s elegance.
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COMPARISON DIAGRAM 
OF UV FILTERING

UV Filtering is the capability of 

the laminated glazing to filter 

99,9% of the light wavelength 

until 380 nm.
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UV-LAM® | Protection from UV Rays

ProJeCt

Louis Vuitton – Kiffisia

Glass type : UV-LAM® 16.7


